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E. F. BAVIS & ASSOCIATES, INC. MAINEVILLE, OHIO

PATENT NO. 5.054.605

OTHER PATENT PENDING

TRANS

TRUCKCARPOWER RECALL

CAPTIVE CARRIER SYSTEM
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CAR/TRUCK VERSION - REVERSE - BUTTONS LEFT

12" X 12" WALL OPENING 8
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OPTIONAL CEILING TRIM EXTENSION

(IF NEEDED)

CEILING TRIM

AIRLOCK

ASSEMBLY

OUTSIDE CEILING TRIM

CANOPY CEILING LINE

FOR SERVICE A 24" X 24" MINIMUM 

ACCESS PANEL REQUIRED, OVER 
ISLAND IF POSSIBLE - BY OTHERS

TELLER END PLAN VIEW

15" MINIMUM CENTER LINES

INSIDE CEILING TRIMS

OUTSIDE SPEAKER

CUSTOMER START & CALL

BUTTONS,OUTSIDE MICROPHONE

TTCAR

TUBE SPLICE

END VIEW TUBE

INSIDE CEILING TRIM

120 V 20 AMP 1 PH

SUPPLIED BY OTHERS

ELECTRIC CONTROL BOX

WALL STAND OFF

INSULATION BY OTHERS

HORIZONTAL TUBE TO BE CUT & SPLICED BY INSTALLER

RECOMMENDED MINIMUM - MAXIMUM HORIZONTAL LENGTH:

  MIN. C-L TO C-L OF VERTICALS: 32"

  MAX. C-L TO C-L OF VERTICALS: 53' 10"

120" HORIZONTAL TUBE

TUBE SPLICE

EXTENSION TUBE TO BE CUT & 

SPLICED BY INSTALLER
27" MIN.

TTREV-TYP

04/30/08

04252991

3/4" X 1' X 1'-6" MINIMUM

PLYWOOD BLOCKING IN WALL

TO MOUNT TRANSTRAX

TO WALL - BY OTHERS

ISLAND HEIGHT:

0" MIN. - 12" MAX.

18" MIN. ISLAND WIDTH

2 1/2

12" X 12" CLEAR CHANNEL

ECN

9533

HELP

SEND

HELP

SEND

TRANS TRAX
R
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69

MIN.

12" OF

STRAIGHT

MIN.

40" OF

TWIST

CUSTOMER TUBES TO BE CUT & 

SPLICED BY INSTALLER

MAXIMUM OF 16' TO TOP OF 

HORIZONTAL TUBE FROM DRIVE 

SURFACE OR FINISHED FLOOR, 
WHICHEVER IS THE GREATER.

PLYWOOD 

BLOCKING

8 1/2' TO 9'

RECOMMENDED

LANE WIDTH
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